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USING THE FOXPRO FX5 DIGITAL GAME CALL

MODEL FX5

Congratulations on the purchase of your FOXPRO FX5 digital wildlife caller.
You have chosen a highly advanced product with reliability, ease-of-use, and
features that are second to none. The FX5 is the product of an engineering
effort that spanned several years. Please take this time to read and under-
stand the information in this instruction booklet. This will ensure that you
receive the maximum benefit from your new FOXPRO FX5.

FEATURES

1) Rugged injection molded ABS housing
2) On/Off switch-manual volume control
3) Rear Speaker Slide Switch

4) Front Speaker Slide Switch

5) Low Battery Indicator LED

6) Sound Up/Down Keys
7) Reflex Horn Speaker
8) Rear Cone Speaker
9) Charger Jack

10) Ext Speaker Jack
11) Auxiliary Jack
12) Ext Audio Jack




QUICK OPERATING GUIDE

Since the FX5 is shipped from the factory with no batteries installed, the first
step is to install 8 “AA” batteries. These may be alkaline or rechargeable
types. We strongly recommend high capacity NiMH rechargeable batteries
over alkaline types for maximum performance, particularly when using loud
volume levels. To install batteries, remove the battery door. The battery door
is located on the side of the caller, and is held in place with a knurled thumb-
screw. Orient the batteries as per the directions shown in each cavity within
the holder. Note that the battery polarity alternates. Replace the battery door
after the batteries are installed. The TX200 transmitter operates from a 9V
battery. Please use a high quality alkaline battery. To install the battery,
remove the battery compartment cover located on the rear of the transmitter.
Connect the 9V battery to the connector plug, and orient the battery in the
transmitter. Replace the battery compartment cover.

SOUND SELECTOR
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Make sure that at least 1 of the speaker selector slide switches is set to the
right, or “ON” position. Click the On/Off/\Volume switch to the on position.
Please note that this switch is also the volume control when the unit is
operated without the remote control. The further clockwise you turn the
knob, the louder the unit will play. At this point, the LCD display on the FX5

will be flashing “ -*




Press the up or down arrow keypad button on the FX5 to select a sound
number. Once selected, release the button, and the sound will play. To
select a different sound, simply press the up or down arrow buttons again to
your desired sound. Please note that by pressing and holding either the up
or down keys the numbers will ramp slowly at first, and then increase to a
faster ramp speed.

To operate the FX5 by remote control, turn on the TX 200 transmitter by
moving the switch on the rear of the transmitter to the right, or “ON” position.
The graphic LCD display will illuminate and display the first 6 sounds stored
in the play list, starting with 000. Select the sound you wish to play by turning
the rotary selector knob on the top of the transmitter either clockwise, which
will scroll up, or counter-clockwise which scrolls down. Please note that
when scrolling up or down, the play list will change in pages. When the
sound desired appears in the displayed list, highlight the sound, and press
down on the rotary selector knob. You will notice that the number associated
with that sound will appear in the bottom text line. This text line also displays
the current channel setting (which should be B from the factory), a mute indi-
cator, volume setting, battery monitor, and timer. The top text line displays
the preset buttons. For more information on the text lines, see the TX200
features section of this instruction manual. Now that you have selected the
sound to be played, simply bring the volume up to your desired level by
depressing the volume up arrow. As you depress the volume up arrow, note
that the volume setting number in the bottom text increases. To mute the
sound, simply press the mute button. The M will appear in the bottom text.
The mute also serves as a pause feature, meaning that when you un-mute
the sound again, it will start playing where you muted the sound instead of
starting over again. To change the sound, simply highlight your next sound
preference, and depress the rotary selector knob. Your sound will instantly
change. Use the “AUX” button to activate a device such as a decoy or
camera connected to the FX5 “AUX” jack. When you are finished, turn the
TX200 transmitter off by moving the switch to the left, or “OFF” position.
Should you forget to turn off the TX200 transmitter when you are finished, it
will shut down after 2 hours of non-use. Turn off the FX5 by rotating the
On/Off switch to the off position. Mute is not off. Some battery drain contin-
ues in “MUTE” mode.




ABOUT THE FOXPRO FX5 SPEAKERS

This caller incorporates 2 different types of loudspeakers. The front speaker
is a high efficiency horn with maximum sensitivity in the frequency range
necessary to reproduce small animal distress sounds. Distress sounds of
rabbits, small rodents, birds, canines, and many others are best reproduced
by using the front horn only with the rear cone speaker turned off. This will
also ensure maximum battery life as playing both speakers requires almost
twice as much battery power. The rear cone speaker is best suited to
sounds that have significant lower frequency content. These sounds would
include bear growls, mountain lion roars, certain owl hoots, and some other
large mammal sounds. The rear speaker, however, is not as efficient as the
front horn. Because of this, it will not play as loud as the horn. Understand
that not all calling sounds will benefit greatly from playing both speakers at
once. [f you elect to do this, remember that battery life will be reduced.

BATTERIES AND CHARGING

Your FX5 operates on 8 “AA” batteries. For optimal performance and run
times, we recommend high capacity 2500 mah NiMH (Nickel Metal Hydride)
rechargeable cells rather than alkaline types. When you ask your FX5 caller
to play at extremely loud volume levels, the current demand on the batteries
is much more than alkaline cells can deliver. Consequently, the run time of
these batteries can be very short. The Zinc Carbon so-called “Heavy Duty”
cells are expressly NOT recommended at all. The performance of your FX5
will be much better with high capacity NiMH batteries.

To install batteries, remove the battery door which is located on the side of
the caller. The battery holder is located beneath this door. Be careful to
observe battery polarity! Note that the cell polarity alternates. Batteries may
be damaged if installed backwards. Double-check polarity before reinstalling
the battery door. NiMH batteries should be charged before first use.
CAUTION: Never attempt to charge batteries not intended to be
recharged! This includes both Zinc Carbon and alkaline cells. The resulting
damage can be serious, and will not be covered by the warranty. For
maximum charge efficiency, we recommend charging your FX5 in tempera-
tures ranging from 40°F to 85°F (5°C to 30°C). To charge the batteries,
connect the FOXPRO FX Series charger to the FX5 charge jack. The green
“Low Battery” LED will illuminate to indicate charge activity. Charge time will
vary from 1 to 7 hours depending on the battery state of discharge. The “Low
Battery” LED will extinguish to signal that the charge cycle is complete.




Do not allow the charge time to exceed 8 hours. The batteries need to be
recharged when the “Low Battery” LED is blinking while the FX5 is in use. If
this warning is ignored, the FX5 will abruptly shut off and display “LO” on the
LCD display. Battery run time is directly related to how loud you operate the
FX5. Using both speakers at the same time rather than only the most appro-
priate one will have a negative impact on run time. With one speaker playing,
expect 6 to 15 hours of run time, depending on the loudness setting. With
both speakers playing, expect 3 to 10 hours. Remember that very loud
volumes are rarely needed, as animals hear much better than we do.

“AUX” JACK FUNCTION

The FX5 is equipped with an auxiliary jack labeled “AUX”. The purpose
of this jack is to allow for the connection of certain external devices, such
as the FOXPRO Jack-in-the-Box Decoy, and to be able to turn these on
and off with the TX200 remote control transmitter. However, there are
some strict electrical limits involved with this jack. If these limits are
exceeded, damage to your FX5 will result. This damage is not covered
by the warranty. The electrically inclined will want to know that the jack
is connected to the drain of an internal Field Effect Transistor with a
maximum current rating of 2 Amperes. The “tip” polarity of the 3.5mm
jack is positive, while the sleeve is negative. If the external device is con-
nected with the polarity reversed, an internal protection diode within the
FET will conduct, causing the device to stay on constantly. The
maximum voltage applied to this jack must never exceed 15 volts.
Typical uses for this jack would be to control the FOXPRO Jack-in-the-
Box Decoy, or to start and stop a video recorder. Instructions on con-
necting various devices to the “AUX” jack are beyond the scope of this
manual. You are urged to seek help from a knowledgeable professional
before connecting any unapproved device to this jack. Remember that
damage to your FX5 caused by improper use of the “AUX” jack is not
covered by the warranty, nor will FOXPRO be liable for damage to any
device connected to this jack.Typical uses for this jack would be to
control the FOXPRO Jack-in-the-Box Decoy, or to start and stop a video
recorder.




USING THE EXT AUDIO JACK

This 3.5mm jack allows for the connection of an external playback device such as
a cassette player, CD player, MP3 player, or other similar products. Connect a
3.5mm patch cable (available from FOXPRO) from the headphone or speaker
jack of the external player to the “EXT AUDIO” jack on the FX5. This will disable
the internal sounds and cause the FX5 to blink “- -“. Turn the volume control of the
external player to a moderate level, and then control the volume from the FX5
volume control or from the TX200 transmitter. With the remote control, you can
adjust the volume and mute the sound. You may need to experiment with the
volume setting on the external player to ensure that enough drive is obtained
without excessive distortion. Once the patch cable is removed from the FX5, any
of the internal sounds may be selected by using the sound up or down buttons.

USING EXTERNAL POWER SOURCES

Caution! Never connect anything other than a FOXPRO approved
charger to the charge jack without first removing the internal batter-
ies! Doing so will surely cause damage to the FX5 as well as to the batteries.
This damage is not covered by the warranty. The design of the FX5 permits
the use of certain external power sources, so long as some precautions are
observed. The 8-cell internal battery pack will serve about 98 percent of the
users about 98 percent of the time. This makes for a caller that is compact and
lightweight, highly portable, and has very good battery life. However, we rec-
ognized that there may be times when extended run-times and additional
loudness are more important than light weight and absolute portability. You
can have the best of both worlds with the FX5! By connecting a large external
12-volt battery to the charge jack, you can operate the FX5 and obtain run-
times measured in days rather than hours. The internal NiMH battery pack
supplies 9.6 volts to the power amplifier, while an external battery can supply
up to 15 volts. This additional voltage will offer an increase in power output to
the speakers, equating to additional loudness. But there is a double-edged
sword involved here. By giving the user the ability to get more power from the
amplifier, there is also a much greater chance of causing damage to the
built-in speakers. For this reason, we recommend using one of our large
external speakers, such as the SP108, if you really need to, say, call crows
from the next county. Not only are these speakers more efficient, they will
have no problem dealing with the extra power. If you must use extreme
volume without the external speaker, use only the front horn. The rear cone
speaker is somewhat more delicate than the front horn.
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Please be careful with the volume control, and remember these cautions
when using an external battery:

1) NEVER connect an external battery to the charge jack without first
removing the internal batteries.

2) NEVER connect a battery or power supply capable of delivering
more than 15 volts to the charge jack.

3) NEVER charge the external battery while it is connected to the FX5.
4) ALWAYS use a 5 amp (max) fuse in the positive battery lead.

5) ALWAYS act responsibly with the volume control to prevent speaker
damage.

For maximum possible loudness, use on of our optional external speakers,
such as the SP108.

TX200 REMOTE CONTROL OPERATION

Features
e 1) On / Off Switch

2) Battery Compartment Cover
@ 3) Rotary Sound Selector Knob
4) Full Graphic LCD Display
5) 4 Custom Preset Buttons

6) Sound Reprogramming Jack
(on side panel, not visible in photo)

7) Lanyard Loop

@ The transmitter supplied with the FX5 is our new
TX200 transmitter. New features of this trans-
mitter include a full graphic display, eliminating
the need for printed sound lists, 4 custom preset
buttons that make your favorite sound and
volume levels available at the touch of a button,








































